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(4) All exterior doors, including
storm and screen doors, opening out-
ward shall be provided with a safety
door check.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, as amended at 50 FR
9269, Mar. 7, 1985]

§3280.106 Exit facilities; egress win-
dows and devices.

(a) Every room designed expressly for
sleeping purposes, unless it has an exit
door (see §3280.105), shall have at least
one outside window or approved exit
device which meets the requirements
of §3280.404, the ‘‘Standard for Egress
Windows and Devices for Use in Manu-
factured Homes.”’

(b) The bottom of the window open-
ing shall not be more than 36 inches
above the floor.

(c) Locks, latches, operating handles,
tabs, and any other window screen or
storm window devices which need to be
operated in order to permit exiting,
shall not be located in excess of 54
inches from the finished floor.

(d) Integral rolled-in screens shall
not be permitted in an egress window
unless the window is of the hinged-
type.

[49 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, as amended at 49 FR
36086, Sept. 14, 1984; 52 FR 4581, Feb. 12, 1987]

§3280.107 Interior privacy.

Bathroom and toilet compartment
doors shall be equipped with a privacy
lock.

§3280.108 Interior passage.

(a) Interior doors having passage
hardware without a privacy lock, or
with a privacy lock not engaged, shall
open from either side by a single move-
ment of the hardware mechanism in
any direction.

(b) Each manufactured home interior
door, when provided with a privacy
lock, shall have a privacy lock that has
an emergency release on the outside to
permit entry when the lock has been
locked by a locking knob, lever, but-
ton, or other locking device on the in-
side.

§3280.112

§3280.109 Room requirements.

(a) Every manufactured home shall
have at least one living area with not
less than 150 sq. ft. of gross floor area.

(b) Rooms designed for sleeping pur-
poses shall have a minimum gross
square foot floor area as follows:

(1) All bedrooms shall have at least 50
sq. ft. of floor area.

(2) Bedrooms designed for two or
more people shall have 70 sq. ft. of floor
area plus 50 sq. ft. for each person in
excess of two.

(c) Every room designed for sleeping
purposes shall have accessible clothes
hanging space with a minimum inside
depth of 22 inches and shall be equipped
with a rod and shelf.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, and further redesig-
nated at 58 FR 55004, Oct. 25, 1993]

§3280.110 Minimum room dimensions.

The gross floor area required by
§3280.110 (a) and (b) shall have no clear
horizontal dimension less than 5 feet
except as permitted by §3280.102(a).

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, and further redesig-
nated at 58 FR 55004, Oct. 25, 1993]

§3280.111 Toilet compartments.

Each toilet compartment shall be a
minimum of 30 inches in width, except,
when the toilet is located adjacent to
the short dimension of the tub, the dis-
tance from the tub to the center line of
the toilet shall not be less than 12
inches. At least 21 inches of clear space
shall be provided in front of each toi-
let.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, and further redesig-
nated at 58 FR 55004, Oct. 25, 1993]

§3280.112 Hallways.

Hallways shall have a minimum hori-
zontal dimension of 28 inches measured
from the interior finished surface to
the interior finished surface of the op-
posite wall. When appliances are in-
stalled in a laundry area, the measure-
ment shall be from the front of the ap-
pliance to the opposite finished inte-
rior surface. When appliances are not
installed and a laundry area is pro-
vided, the area shall have a minimum
clear depth of 27 inches in addition to
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